
SHEET OF

TM

DATEDFTR CHKD

REV CO DESCRIPTION DATE DFTR CHKD

6/23/11

BCD-14638

NU-427-600 CLASS II, TYPE B1 BIOSAFETY

CABINET

F

F 001058

DHH BP

TITLE

DRAWING

NUMBER

11

MILLIMETERS

INCHES

ALL OTHER DIMENSIONS ±1/8 (3.17)

* OVERALL DIMENSIONAL TOLERANCE ±1/4 (6.35)

26-1/2 [673]

TO

32-1/2 [826]

3

 [77]

PAPER CATCH

REMOVEABLE

WORKTRAY

ROOM AIR

INFLOW

13

 [329]

13 3/4

 [349]

3

 [76]

7

 [178]

*59 7/8

[1521]

UV LIGHT

(OPTIONAL)

EXHAUST HEPA FILTER

18 X 24 X 11-1/2

DC ECM SUPPLY

MOTOR/BLOWER

BASE STAND

(OPTIONAL)

LED

LIGHT

SUPPLY HEPA FILTER

21 X 68 X 5-7/8

PERMANENT PLENUM

16 3/4

[424]

13 3/4

[348]

22 7/8

[581]

WORKZONE

DEPTH
26 1/4

[668]

WORKZONE

HEIGHT

ARMREST

PETCOCK

SERVICE COUPLING

HINGED CONTROL

MODULE

CONTROL PANEL

TOUCH SCREEN

AIRFLOW CONTROL

ALARM CONTROL

LIGHT SWITCH

BLOWER SWITCH

BLOWER SPEED CONTROL

SYSTEM DIAGNOSTICS

1 1/2

[38]

8

[203]

ACCESS

OPENING

POWER CORD

 115V DUPLEX OUTLET

W/ GFI (2)

TEMPERED GLASS

SLIDING WINDOW

29 1/4

[743]

4

[102]

*77 1/2

[1969]

12

[303]

DIA

12 7/8

[327]

22

[559]

12

[305]

CORD PASSTHRU

(RIGHT SIDE STD)

29 1/4

[743]

*33 1/4

[845]

UPDATED LIGHTING, CORRECTED WIDTH
3/11/2022 TH DSH

70 3/8

[1788]

WORKZONE WIDTH

20 1/2

[522]

WORKZONE VIEW HEIGHT

DOP CHALENGE

PORT EXHAUST

UNDER WORK TRAY

DOP CHALENGE

PORT SUPPLY

UNDER WORK TRAY

SAMPLE PORTS

(GROSS/FILTER INTEGRITY)

SINGLE POINT CLAMPING

ON EXHAUST FILTER

DECORATIVE

SIDE PANELS

OPTIONAL MANUAL OR MOTORIZED

DAMPER

EXHAUST

CONNECTION

NSF APPROVED LEG

LEVELERS +/- 3/4"

ADJUSTMENT

DRAIN VALVE
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